
Jabra.com/PanaCast

Jabra PanaCast – Technical Specifications

Specifications

Video Field of view Horizontal: 180° / Vertical: 54°

3 cameras Integrates three 13-megapixel cameras
 Real-time stitching technology Latency of 5ms 

Panoramic-4K: 3840 x 1080 @ 30fps
1080 Full HD: 1920 x 1080 @ 30fps
720p HD: 1280 x 720 @ 30fps

Ease of use Individualized control Through UVC PTZ command set

Adjustable field of view ePTZ controls, camera presets, color controls and more

Embedded flexible mount For easy placement on top of your monitor or laptop 
Connectivity USB plug-and-play USB-C to USB-A

Power Powered by USB 3.0 cable

System requirements Windows 7 or above 
Mac OS X 10.9 or above 
USB 3.0 (supports USB 2.0 through an external hub)

Certifications Microsoft Teams

Compatibility Cisco Webex, Zoom, Slack, Google Hangouts and more
General Packaging dimensions (L x W x H)  155 x 90 x 45 mm

Main unit dimension (L x W x H)   67 x 102 x 20 mm 

Box contents Camera, USB-C 3.0 (1 m cable)

Weight 3.53 oz / 100 g

Cord length 1 m

Warranty 2 years

Optional accessories Table stand (152 - 317 mm tall), wall mount, 1.8 m cable

Operating temperature  0° C – 30° C

Operating humidity 15% - 85% (non-condensing)

Jabra PanaCast 
Engineered to be the world’s first intelligent 
180° Panoramic-4K plug-and-play video*

*See facts at jabra.com/commercial-claims 

• Inclusive meetings
• Intelligent video technology
• Instant collaboration
• Versatile compatibility

© 2019 GN Audio A/S. All rights reserved.
® Jabra is a registered trademark of GN Audio A/S. Ja
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SKU Description
8100-119 Jabra PanaCast MS

Optional accessories
14207-56 Jabra PanaCast table stand
14207-57 Jabra PanaCast wall mount 
14202-09 Jabra PanaCast USB cable, 1.8 m


